
164.01.1000

Application: 143

Compressor (Twin Cylinder)

KZ1228/1
1186720

394441
571181
1300366

Cylinder Bore Ø75

Stroke 50 mm

Swept Volume 440 cc

Air Inlet Port Size -

Air Delivery Port Size Ø23,00

Number of Cylinders 2

Through Drive Yes

Unloader Port Size M12x1,5

Water Or Air Cooled W

Water Inlet Port Size M18x1,5

Water Delivery Port Size M18x1,5

Water Cooled Valve Plate Yes

1

164.01.1100 Crankcase

1104990

164.01.1200 Cylinder Head

1104991

164.01.1210 Cylinder Head With Plate Kit

101.01.1300 Plate

280694
1322813
3090473

101.01.1400 Connecting Rod

KW3127-1 232063
1322814
1518356
3090257

101.01.1500 Crankshaft

KY1564-1 232056
1518353

101.01.1600 Bearing Cover

KX1223-11 251759
1322816
3090239

101.01.1103 Bearing

11014
14091

101.01.1120 Valve Seat

1518347

101.01.1580 Nut For Crankshaft

KW3820-1 39949

101.01.1700 Piston With Rings (STD)

1103236
1354863
3094151

101.01.1700-Ø75.00 mm
101.01.1710-Ø75.25 mm
101.01.1720-Ø75.50 mm
101.01.1730-Ø75.75 mm
101.01.1740-Ø76.00 mm

101.01.1800 Piston Ring Kit (STD)

319750
1354862
3094155

101.01.1800-Ø75.00 mm
101.01.1810-Ø75.25 mm
101.01.1820-Ø75.50 mm
101.01.1830-Ø75.75 mm
101.01.1840-Ø76.00 mm



2

101.01.2300 Repair Kit With Bushing

3090471

101.01.2350 Repair Kit w/o Bushing

I810150061 1327886
3090471
270698
272665

101.01.2330 Repair Kit with Plate

101.01.2320 RepairKit w ValveSeats 101.01.2100 Gasket & Sealing Kit 101.01.2600 Bushing

1518350

161.01.1900 Bottom Cover Kit

1318737

101.01.2700 Screw Kit


